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TOTO LTD.

Dealer:

See “Troubleshooting” (P.13) before asking for repairs.

For advice on repairs and handling, 
first contact your dealer.

Tel:                  -

2017.8
03N631

TOTO web site http://www.toto.com/index.htm

Address:

TOTO Asia Oceania Pte. Ltd.
Telephone : 65-6744-6955
FAX : 65-6841-0819
Address : 10 Eunos Road 8 #12-07 Singapore Post Centre Singapore 408600
Website : asia.toto.com

TOTO KOREA LTD.
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aintenance

Lever handle

Pushbutton

Pop-up waste

Wash bowl
Close or block 
with a towel, etc.

Care for the water discharge port
It due to debris inside building piping, clean the pipe(s) as follows.

Close the pop-up waste without 
losing parts. Block the water drain 
valve with a towel, etc.

In order for the product to exert its full performance and to be used 
in a sanitary condition, perform care daily.

Flat-blade 
precision 
screwdriver

Hexagonal wrench 
(Distance across 
faces: 2 mm)

Notch

Spout

Water discharge 
port case

Countersunk 
small screw 
(M3x7)

O-ring 
(Semi-
transparent)

1. Lower the lever handle.

2. Close the pop-up waste of 
the wash bowl.

3. Loosen and remove the 
countersunk small screw 
using a hexagonal wrench 
(distance across faces: 2 mm).

4. Insert the flat-blade precision 
screwdriver in the notch 
between the water discharge 
port case and the spout, and 
remove the water discharge 
port case.

Pay attention not to lose the O-ring 
of the water discharge port case.

Daily Care

Lower

Raise
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Water discharge 
port case

Press it in 
with a finger.

Water 
discharge 
port case

Toothbrush

Water discharge 
port case

Leak

Wire screen

Spout

Countersunk 
small screw 
(M3x7)

Hexagonal wrench 
(Distance across faces: 2 mm)

O-ring 
(Semi-
transparent)

5. Remove dirt and debris 
caught in the wire screen 
using a toothbrush, etc.

6. Assemble the water 
discharge port case on the 
spout and lock it in place with 
the countersunk small screw.

Press the water discharge port case 
into the spout with a finger and 
tighten the setscrew.

7. When mounting work is 
complete, check the water 
discharge port for any water 
leaks. If the water discharge 
port case is not mounted 
properly, re-mount it.
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No water 
leaks!

Water leak around piping (More than twice a year)

Check to see if there is any 
water leaking around the piping.
Part(s) may break due to deterioration or wear 
and you may be injured, and water may leak, 
wet household articles and cause damage to 
your property.
If water leaks, close the water shutoff valve 
and the main valve (see Page 13) and ask 
your dealer or seller for repair.
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